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Heavy Duty
Textured, Powder Free, Exam Grade Nitrile

 
            Item Codes: 

 
 
 
 

NITRILE WARNING: Components used in making nitrile gloves may cause allergic reactions in certain individuals. 

 

GENERAL DESCRIPTION SPECIFICATIONS

EXTRA THICK (8 MIL)
& EXTRA LONG (12”)
With 3 times the puncture resistance 
of comparable latex or vinyl gloves.
Perfect for even your toughest jobs!

TENSILE STRENGTH (Minimum Mpa)
Before Aging: 14
After Aging: 14

ELASTICITY/ELONGATION (Percentage)
Before Aging: 500
After Aging: 400

AVERAGE POWDER MASS
(Min. mg Per Glove)
2 mg / glove max.

AQL LEVEL 
1.5

CERTIFICATIONS
EN455-1-2-3, ISO 9001, 
Dermal Sensitization Test

  

 

3 SIZES (M-XL) 
Great fit for any size hand.

LATEX FREE 
A terrific alternative for professionals 
concerned with latex sensitivity.

POWDER FREE
Prevents skin irritation associated 
with glove powders.

TEXTURED 
Micro-roughened for 
non-slip wet gripping power.

 

GPNHD64100  M
GPNHD66100  L
GPNHD68100  XL

These extra strong (8 mil thick) and 
extra long (12”) medical grade gloves 
provide added protection for the wrist 
and lower forearm.  GlovePlus HD nitrile 
maintains excellent sensitivity while 
being twice as thick as standard nitrile 
gloves.  Perfect for automotive, 
industrial, manufacturing, janitorial, 
EMS, medical and child care.  
50 gloves per box, 10 boxes per case. 

 


